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The Schréder Group
The Schréder Group  GIE is a family-owned group uniting 2,500 people in more than 40 companies, 

spread over more than 30 countries and six continents.

These professionals pool their resources and skills to offer their clients equally high standards of quality in 

all markets. Schréder North America has facilities to serve you in Chicago, Illinois and Montreal, Canada.

 RIGHT 

It is our Mission to provide you, our customers, with the best lighting solution that is right for your specifi c 

project with its particular needs. We put all our efforts, expertise and experience at your service in order to 

help make your lighting project a success.

LIGHT

Light is our passion. We are dedicated to making high quality lighting products that illuminate, accentuate 

and beautify their surroundings. We are continuously in search of innovation to improve our products’ 

technologies and aesthetics.

 RIGHT

www.schreder.com
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Schréder 

Model  KALI 

Dimensions

Height 35.5 in/902mm

Diameter 37.4 in/950mm

EPA 1.52 sq ft /.14m2

Weight 53 lbs/24kg

IP rating - reflector 66

KALI

KA
LI

STYLE, SIMPLICITY AND EFFICIENCY

Created by Jean-Michel Wilmotte, the Kali offers a stylish, indirect lighting 

solution. The timeless design of the Kali is easy to integrate into any type 

of urban environment, whether traditional or contemporary. Thanks to this 

flexibility, it is possible to conceive an urban lighting plan which includes 

diverse applications such as pedestrian areas, walkways and public squares 

with the Kali.
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Schréder KALI

35.5”/902mm

37.4”/950mm
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VOLTAGE

120 volt

208 volt

240 volt

277 volt

347 volt
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COLOR

EQ 9011
Textured Black

EQ 9007
Textured Gray

EQ 9016
Textured White

EQ 8019
Textured Bronze

EQ 9006
Smooth Aluminum

RAL _ _ _ _ 
Provide four digit RAL 
color number.

CSC 
Custom color, provide  
a color sample for  
matching and approval.

OPTIONS

None

POLE

Refer to the 
Schréder pole 
guide.
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LAMP TYPE 

MH T6 - 39
39 watt metal halide
T-6 lamp, G12 base

MH T6 - 70
70 watt metal halide
T-6 lamp, G12 base

MH T6 - 150
150 watt metal halide
T-6 lamp, G12 base

Brackets

NONE

A-202-1  

A-202-2  
Two arms @ 180°

A-202-w 
Wall mounted bracket arm 

36"

914 mm

26
"
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LIGHT DISTRIBUTION

SYM 
Indirect symmetrical distribution
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Type:	 	________________________________________	 Approvals:
Job:	 	________________________________________	
Catalog	Number:		 Date:	____________________

_________________________________________________________________________
KAL	

1 2 3 4 5 6 7
QTY:
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Schréder KALI
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Lightweight, reinforced composite refl ector

Hardened convex glass lens sheds 

water and dirt

The refl ector is polished and anodized, 

designed specifi cally for the Kali indirect 

optical system

All aluminum construction for 

corrosion resistance

Optical and Photometric performance

Technical features

KALI
KAL    MH-T6-70        symmetric indirect

Max Candela 713 at: Mounting height = 15 feet
Horizontal angle = 0° Scale is one square = 15 feet/6.1M
Vertical angle = 38° Lumens = 6,600

713

535

356

178

2 1 .5 .2 .1

Luminaire Classification System - LCS
The LCS is an IESNA standard method of evaluating the lighting levels produced by a luminaire by classifying the results into three 

categories; forward light, back light and uplight. This can be combined with the IESNA roadway classification to evaluate the optical 

system best suited to your project.  



  

Schréder 

the right light

In North America
USA Canada
Schréder Lighting LLC Schréder Inc.
985 Busse Road 3626 Blvd. Poirier
Elk Grove Village, IL  St Laurent, Montreal 
60007 Quebec   H4R 2J5
847 621.5100   514 337.6440
fax 847 621.5121 fax 514 337.2652
www.schreder.com www.schreder.com copyright 2008
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