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Specifications
Model Nemo column

Height 196.6 in / 5000mm

Diameter 8.63 in / 219mm

EPA 4.84 sq ft / .45 m²

Weight 125 lbs / 56.7kg

IP Rating - Reflector 66

Dimensions

Housing and rings	 Fabricated of stainless steel. 

Lens 		 Made of injection molded, impact resistant, 

diffused etched acrylic for optimum light 

transmittance, permanently sealed to the 

housing. 

Socket	 Porcelain heat-resistant pulse rated 4 Kv 

G12 base for T6 lamp. 

Ballast		 The electrical control gear is accessed 

through the door. 

Hardware	  All exposed screws will be in stainless steel. 

All gaskets and sealing devices are EPDM 

and/or silicone. 

Finish 		 Stainless Steel brushed horizontally and 

passivated to remove all surface 	

impurities. 

Electrical listing 	 Wet Location listed per UL 1598 and CSA 

C22.2. IP rating for the optical system is 

IP66. 

Warranty 		 The Sealsafe® optical module is warranted 

to be free of intrusion of contaminants for a 

period of twenty years.
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VOLTAGE

120 volt

208 volt

240 volt

277 volt
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LAMP TYPE 

MH T6                                                        
Metal Hlide - G12 bi-pin socket

MH T6 - 39                                       
39 watt lamp metal halide

MH T6 - 70                                       
70 watt lamp metal halide

MH T6 - 150                                       
150 watt lamp metal halide

LED

LED - STA                                       
LED static color, specify warm 
white, cool white, blue, red, 
amber, green or other color. 120 
volt only.

LED - RGB                                       
LED with dynamic control via a 
DALI interface. 120 volt only.
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OPTIONS

ELB
ELB Electronic ballast, 
multi voltage 120 to 
277 volt input. ELB op-
tion not for HPS lamps.

Yes

NO


