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Specifications
Model NEMO Ballard

Height 14.0 in / 356mm

Diameter 6.1 in / 156mm

EPA .70 sq ft / .066m²

Weight 15 lbs / 6.8kg

IP Rating - Reflector 66

Dimensions

Base	 	Cast stainless steel. The optical compartment is accessed by removing 3 screws and lifting the top part of the 

fixture. 

Decorative louvers 	 Machined stainless steel.

Reflectors 	 	Parabolic primary reflector (bottom) and conical top reflector. Spun and fabricated from high purity aluminum sheet, 

electro-brightened with an anodized finish, for a symmetrical redistribution of the flux coming from the lamp and 

the primary reflector. 

Lens 	 	Made of injection molded, impact resistant, clear acrylic for optimum light transmittance.

Socket 	 	G24q-2 base for fluorescent lamp. Porcelain heat-resistant pulse rated 4 Kv G12 base for T6 lamp.

Ballast 	 The electrical control gear is installed remote. 

Hardware	 	All exposed screws will be in stainless steel. All gaskets and sealing 	 devices are EPDM and/or silicone. 

Finish 	 Stainless steel brushed horizontally and passivated to remove all surface impurities. 

Electrical listing	 Wet Location listed per UL 1598 and CSA C22.2. IP rating for the optical system is IP66. 

Warranty 	 	The Sealsafe® optical module is warranted to be free of intrusion of contaminants for a period of twenty years.
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VOLTAGE

120 volt

208 volt

240 volt

277 volt

31

LAMP TYPE 

MH T6                                                        
Metal Hlide - G12 bi-pin socket

MH T6 - 39                                       
39 watt lamp metal halide

CFL                                                          
Compact Fluorescent

CFL - 18                                          
18 watt lamp, G24q-2 base 120-
277 electronic ballast


