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Dimensions

Specifications

Model NEOS 2

Height 5.5 in / 140mm

Length 17.4 in / 440mm

Width 15.6 in / 400mm

EPA 1.5 sq.ft. (0.14 m²)

Weight 21 lbs / 9.5 kg

IP Rating - Reflector 66

Housing	 Made of die cast aluminum alloy. Includes a 
mounting bracket.

Gasketing 	 	Silicone gasket to insure IP66 rating for 
dust and water ingress protection as per IEC 
60598 standard.

Hinge 	 	Die cast aluminum hinges are integral to the 
housing and lens frame, with stainless steel 
pivots.

Locking System	 	Three points spring loaded interlocking 
latch made of die cast aluminum alloy, 
permits tool free access to luminaire.

Lens Frame	 	Made of die cast aluminum alloy.

Reflector 	 	Made of formed aluminum alloy chemically brightened and anozided.

Lens 	 	Flat tempered glass lens is permanently sealed to the housing with a silicone sealant.

Lamp Holder 	 	Porcelain heat-resistant pulse rated 5 kV mogul bases, (E39).

Ballast 	 	Provided with polarized quick disconnect plugs with a positive lock. 

Ballast Tray	 	Made of galvanized steel, pivoting and easily removed without tools.

Electrical Feed 	 	A pressure gland ensures tightness at the wire entry for flexible conduit .310” (7.9mm) to .560” (14.2mm) (cord by 
others).

Mounting	 	The yoke is a formed galvanized steel plate. A central anchoring 3/4-10 opening and two openings for 1/2-13 
bolts are pre drilled. (Anchors and anchor bolts not included). The yoke allows rotation. Position adjustment is 	 	
achieved by tightening the yoke’s support screws.

Hardware	 	All exposed screws will be in stainless steel. All seals and sealing devices are made and/or lined with EPDM and/or 
silicone.

Finish 	 	Application of a polyester powder coat paint. The chemical composition provides a highly 
durable UV and salt spray resistant finish in accordance to the ASTM B117 standard and 
humidity proof in accordance to the ASTM D2247 standard.
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photometric performance

NEOS 2
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 narrow distribution
100 watt ED17 metal halide lamp 
NEMA type: 2 x 1
Beam angle: 11  x 6
Imax: 13103
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 Asymmetric distribution
100 watt ED17 metal halide lamp 
NEMA type: 7 x 6
Beam angle: 93 x 20
Imax: 560

-90 -60 -30 0 30 60 90

72

143

215

287 H

V

 wide distribution
100 watt ED17 metal halide lamp 
NEMA type: 7 x 7
Beam angle: 89  x 130
Imax: 287

Three beams spreads are available for the Neos 2 for use with T6 and ED17 metal halide, and ED17 high pressure sodium lamps. 

NEMA Type is based on field angle (10% of max candela), expressed as Horizontal x Vertical NEMA type.

Beam Angle is total angle between points at which 50% of max candela occurs, expressed as Horizontal x Vertical degrees.

Imax is maximum candela per 1000 lumens (1 Klm), expressed as the number of candelas.

 Small Housing  T-6 & ED17 Metal Halide,  ED17 High Pressure Sodium lamps
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LAMP TYPE 

MH ED 17                                             
Metal Halide - medium base socket

MH ED 17 - 50                                 
50 watt lamp metal halide

MH ED 17 - 70                                 
70 watt lamp metal halide

MH ED 17 - 100                                 
100 watt lamp metal halide

MH ED 17 - 150                                 
150 watt lamp metal halide

MH T6                                                  
Metal Halide - G-12 bi-pin socket

MH T6 - 70                                        
70 watt lamp metal halide

MH T6 - 150                                        
150 watt lamp metal halide

HPS ED17                                                
High pressure sodium lamp        

 Medium base socket

HPS ED17 - 70                                          
70 watt high pressure sodium

HPS ED17 - 100                                          
100 watt high pressure sodium

HPS ED17 - 150                                          
150 watt high pressure sodium

1

VOLTAGE

120 volt

208 volt

240 volt

277 volt

347 volt

2 4

COLOR

EQ 9011
Textured Black

EQ 9007
Textured Gray

EQ 9016
Textured White

EQ 8019
Textured Bronze

EQ 9006
Smooth Aluminum

RAL _ _ _ _ 
Provide four digit 
RAL color number.

CSC 
Custom color, pro-
vide  
a color sample for  
matching and ap-
proval.

OPTIONS

LVV                                  
Vertical louvers in frame

LVH                             
Horizontal louvers in 
frame

GS                                         
Glare shield, perimeter 
frame

WG                                        
Wire guard

KF                                           
Tenon adapter                
Specify tenon size: OD 
(out-side diameter) x height

ELB                                         
Electronic ballast

FS1                                      
Single fuse and fuse holder

FS2                                        
Double fuse and fuse 
holder
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Optics

Narrow

Asymmetric

Wide
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